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INTRODUCTION

Thank you for purchasing the MultiPoint Workstation. The MultiPoint Workstation is
designed specifically for Windows MultiPoint Server 2011. Simply connect it to an
available Gigabit Ethernet Port on the server, and attach a monitor, keyboard, and
mouse to add a new workstation. The MultiPoint Workstation features Two (Three)
high-speed USB 2.0 ports, audio and microphone ports, Gigabit LAN port, a VGA port
that supports resolutions up to 1680 x 1050, and a power switch that can also reset
this device. Add up to ten MultiPoint Workstation per server. The MultiPoint
Workstation provides an inexpensive and reliable way to expand your Windows
MultiPoint Server 2011 for school and office running “office application”; “Home
Entertainment” and “Full Screen Movie Playback” are not recommended.

© 2013 Microsoft. All rights reserved.
Microsoft, Active Directory, MultiPoint Server, Office, .NET Framework, Windows, and Windows Server
are trademarks of the Microsoft group of companies. All other trademarks are property of their

respective owners

FEATURES

. Ethernet connection the host server with distance free

+  Simple plug and play setup

+  Eliminates the need for internal video card installation

+  Designed for Microsoft Windows MultiPoint Server 2011
+  Simplified administration

+ Upto 10 WorkStations per Server PC

PACKAGE CONTENTS

+ MultiPoint Workstation

+ VESA Mounting Kits

+ 3A/5V AC Power Adapter
¢ CD (Driver and User Manual)



APPLICATION

MWS9940

. Two High-Speed USB Ports

. Stereo Audio Output (Microphone & Headphone)
. AC Power Jack

. Reset Button

. VGA (DB-15) Port

. Giga LAN (RJ-45) Port

OO WNPE

MWS9943

. Three High-Speed USB Ports

. Stereo Audio Output (Microphone & Headphone)
. AC Power Jack

. Reset Button

. VGA (DB-15) Port

. Giga LAN (RJ-45) Port
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SPECIFICATIONS

MWS9940

MVVS9943

Server OS Support

Window MultiPoint Server 2011/2012

Host Connecting Interface

RJ-45 Connector

RJ-45 Connector

Gigabits Ethernet RJ-45 Connector

1

1

USB 2.0 Ports for keyboard and
Mouse

2

3

Stereo Audio Qufput — Headphone

/O Ports |Port and Microphone port

2

2

VGA-Type video output (DB-15)

1

1

Reset Function Button (Clear
Assignment and Recall Factory
Defaults)

1

1

Power Jack

1

1

Product Dimension:

98 x 98 x 21 mm

98x98x21mm

Mounting Kit Support 100 x 100 (mm) VESA holdes |Support 100 x 100 (mm) VESA holdes
Power Supply Input: 110~240VAC / 5V ; Output: 3A (Input: 110~240 VAC / 5V ; Output: 3A
Power LED A" A"

Case Matenal ABS ABS

Product Weight Without mounting kit: Approx. 122 .5g |Without mounting kit: Approx. 122 5g
Working Current £ 500mA (Self-Power) £ 500mA (Self-Power)

Operating Temperature Oto 40°C Oto 40°C

Operating humidity (Rh)

10% ~85%

10% ~85%

Regulatory compliances

FCC, CE, C-tick, VCCI, RoHS

FCC, CE, C-tick, VCCI, RoHS

SUPPORTED DISPLAY RESOLUTIONS

Aspect Ratio Resolution

16:9 1600 x 900 (is recommended)
1280 x 720 1360*768
16:10 1680 x 1050 1440 x 900
1280 x 800
4:3 1600 x 1200 1400 x 1050
1280 x 960 1152 x 864
1024 x 768 800 x 600
5:4 1280 x1024
15:9 1280 x 768




MINIMUM SYSTEM REQUIREMENTS

Number of Users 4 6 10
CPU (*Note.1) Quad-core processor
Recommended Intel Core i5 Intel Core i5 Intel Core i7
Main Board Chipset Intel vy bridge chipset / Intel Sandy bridge chipset
RAM 3GB 4GB 8GB
g/leltrur;um disk space for 32GB
*Note.1:
v' x64-based Intel Pentium, Intel quad core (i7, i5, i3), XEON, Intel dual core. Compatible

processor (MultiPoint Server supports up to four core & eight core CPUs on one
server)

Multi-core processor support. Support up to 4 & 8 multi-core processors; dual-core is
less powered and therefore only 2 to 3 workstation can be supported.

AMD Opteron / Athlon, AMD Embed chipset is not recommend due to unstable
keyboard/ mouse operation which may not recognize under USB1.1 device.

For Optimum Video Display.
Extended video display at full screen is not recommended,; it often exhausts CPU and
force system with much lower performance.

Intel Itanium Processor is not supported

Microsoft’s license policy is restricting for 10 users per CPU under “Standard Academic
version”, you can apply for 20 users only if your computer has 2 CPU and your OS
license is a “Premium Business version”.

> FOR OPTIMUM VIDEO DISPLAY

Full screen video display is not recommended, user may try one station for

full screen video play back under 720P periodically. a higher system may

required for full screen video play back, please refer to following

specification:

i7 processor
Intel Sandy bridge chipset
Intel Ivy bridge chipset

Note: Extended video display at full screen is not recommended; it often

exhausts CPU and force system with much lower performance.




MAC ADDRESS REMARKING

Assuming multiple server is required, gathering all station HUB (MultiPoint
Workstation) first, grouping desired Station Hub in quantity while suite each server’s
seats, start peeling every (MultiPoint Workstation) MAC Address Label and paste on
handbook according to the designated Server Name. It is strongly suggested that all
Server administrators follows these steps, please use this handbook as for your
important record for MAC address location note below, therefore to avoid confusing
when you need to change station hub or add additional hub later.

=S Hl

2 MuktiPoint Manager

¥ BE A 98) LY f 4
= |2 ~ > ) .
Windows
Home Desktops Stations Users Network Stations MultiPoint'Server 2011
@ Noalerts @ Help -
Clients General Task Item
Client Name: Status Assignment  Location]  MAC IPagdress Madel Firmuiare Version -
QL Startscan
= Network ZeraClient  {Not Connecied WA A 00051B:404104 || 19216811102  TriggerIExternal Graphic 028103 N
= Network ZeraClient  {Not Connecied WA A 000508224101 | 19216811105  TriggerDExternal Graphis 028103 7] Selectall
== Metwork ZeroClient oNDt Connected N/A N/A 00:05:1B:99:50:06 192.168.11.109 Trigger I External Graphics 028103
o= NetworkZeroCliert  {Not Connected  N/A A 0005:1B4020:05 || 19216811110  TriggerlExternal Graphics 028103 B-] Unselect all

Assigned Clients: HP-IVY

Client Name: Status Assignment location  Station | MAC IPaddress Model Firmware Version
= NetvorkZeraCliert @ Connected  HP-IVY N/A 3 0005:08:99:40:04 19216811111  Trigger [External Graphic 028.103
1 Iem
r i

Server A / Server B
No. | MWS400UL MAC address/ | Remark No. | MWS400UL MAC address | Remark

1 00:05:1B:99:40:04 v Station 3




DEVICE INSTALLING - SOFTWARE

Installing the device driver enables Windows MutliPoint Server 2011 to
recognize the MultiPoint Workstation. Please make sure the MultiPoint
Workstation is unplugged from your server before executing the setup
program.

Step 1
Insert the Driver installation CD into the CD-ROM drive. The installer should start
automatically. If it does not, double click Setup.exe to start the Installation Wizard.

InstallShield Wizard

[nztallShield WWizard, which will guide you through the rest af the

g M agic Cantral Technology - MywS wia SB Setup iz preparing the
]
setup process. Please wait.

Cancel
Step 2
Driver Installation Wizard, click Next to continue
Magic Control Technology - MWS via USB Driver Install

Tec

InstallShield . < Back “ ety ‘ . Cancel




MULTIPOINT USB over LAN Workstation

Step 3
License Agreement; review it and check | accept the terms of the license
agreement Click Next to accept the License Agreement.

Magic Contral Technology - MWS via USE Driver Install

icense Agreement
Pl ad the followi

SOFTWARE END USER LICENCE (EUL) AGREEMENT FOR
USB GRAPHICS ADAPTER ENABLED DEVICES

Magic Control Technology Corporation (MCT"), a Taiwanese
registered corporation, licenses Licensee to use the computer program(s)

("Agreement") is attached (the "Program"), and related user
documentation, subject to the following terms and conditions:

1. YOU SHOULD CAREFULLY READ THE FOLLOWING
TERMS AND CONDITIONS BEFORE OPENING THIS
PACKAGE OR INSTALLING THE PROGRAM INTO THE
COMPUTER. OPENING THIS PACKAGE OR INSTALLING THE

PROGRAM INTO THE COMPUTER MEANS YOU ACCEPT
THESE TERMS AN CONDITIONS AND TTNDERSTANT THAT

Q| accept the terms of ¢

® | do not accept the terms of the i agreement

InstallShield < Back ” Mest > Cancel

Step 4
Setup is searching for installed features... *You may notice the screen flashes during
hardware installation. It is part of the normal process. .

Magic Control Technology - MWS via USB Driver Install
Setup Status

InstallShield




MULTIPOINT USB over LAN Workstation

E Setup iz gearching for installed features. .

Step 5
Driver Installation Wizard, click Finish to continue and restart the computer.

Magic Control Technology - MWS via USE Driver Install

InstallShield Wizard Complete

then click Finish to complete setup.

InsterlIShield < Back Finish Cancel
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DEVICE INSTALLING - HARDWARE

Step 1

Connecting monitor to the VGA connector of the MultiPoint Workstation, turn on the
monitor. Connecting power adapter, Giga LAN cable, keyboard, and mouse to the
MultiPoint Workstation.

Noted:

Plugging keyboard/mouse directly into main system USB ports is prohibit,
administrator need to use an intermediate USB root hub for both keyboard &
mouse connections from main system.

Step 2

Connect one end of the Giga LAN cable to the MultiPoint Workstation and the other
end to an available Giga LAN port of Router. The driver installation will proceed
automatically.

Step 3
Repeat steps 1 & 2 for the remaining MultiPoint Workstation on to other workstation.

DRAWING OF HARDWARE INSTALLING VIA GIGALAN PORT

HOST
SERVER PC

x

<
GIGA ROUTER

Ethernet

|

wil!
=0

1 KEYBOARD. :.
‘ MOUSE VGA
SPEAKER
|
L

MIC

l I \ |

use !
KEYBOARD _}
] MousE .Ir VGA
SPEAKER

mMic

[ US
‘ | keveoaro,

| SPEAKER ‘ SPEAKER
MIC ! MiC )

He "o
<>

A,
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MULTIPOINT USB over LAN Workstation

THE STATION ASSIGNMENT AND FUNCTION SETTING
Step 1

The “MultiPoint Manager” page will be auto-displayed in a minute after system

boot-up and administrator log-in.

"l!’ El < o =R :;'
Windaws:
| Home Desitops sutans usess Netwere Statians MultiPoint Server 2011
| O Novers i@rep -
] Compute i Statin Product Stationi Ligeras o Mode Sebected lem Tasks
| Loca -~
|§ winarmaeosn & connedtea Wingaws MuitiPoint Server 2011 Presm 1 Ao Normal et

= Redanine compuiter

@i Shet down the computes

() Switch ts maintenance made
o Add dlierdt aceess licenet

&) Remap all stations

el Seve connection settings to fite
General Tasks

By Add of remove computers

d  wen-aTT3eTLb0 @ MultiPeint an the webs

Computer information

Licensex: "ou do net have a chent acoess Bcense for o satiens on this computes, Lise the “Add chent
sccess licenses” tasks to resclve this istue, of remove the etra connectanis).
|1 kem

If this page did not pop out automatically, please follow the illustration below: 1. Start
=> 2. All Programs =» 3. MultiPoint Manager

L NVILLA Corpoiation

. Startup

. Wircows MultiPoin: Senver

m’ointhﬂznaqer
ig_ Windows MulziPoint

Computer

Contrel Panel

erLog Collect

Devices and Printers

Defaut Programs
» Al Programs | 2
Help end Suppeort

Search programs and files 2 |

l 4 Back Windrws Security

Search programs and files = | mm

1IEIE)
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MULTIPOINT USB over LAN Workstation

Step 2

Click “Network Stations” as showed:

Home Desktops
Computer Status
Local
S win-aT73ej7b6f1 @ connected

3 win-a773ej7b6f
Computer information

Licenses:

Stations

Product

Stations

Windows MultiPoint Server 2011 Premium 1

Ao

Licenses

Made

Narmal

You do not have a client access license for all stations on this computer, Use the "Add client
access licenses” tasks to resolve this issue, or remove the extra connection(s).

MultiPoint Server 2011

@ Noalerts @Help ~
Selected Item Tasks
& Edit server settings
s Restart the computer
o shut down the computer
() Switch to maintenance mode
& add dient access licenses
&), Remap all stations
[d save connection settings ta file
General Tasks
S Add or remove computers

€@ MuttiPaint on the web

1tem

Step 2-1

Assign one station to the host server, if the firmware is old version such as 018.103. It
will be updated to new firmware simultaneously when you assign the station.

Windows
Home Desktops Stations Users MNetwork Stations MultiPoint Server 2011
@ Noalerts @ Help ~
Clients Device Task Item
Client Mame Status Assignment  Location MAC IPaddress Model Firmware Version = =
@ Assign to this server
i Network Zero eNDtConnected /A /A 00:05:1B:40:00:27 192.168.1.113 Triggerl External Graphics | 018.103
‘{ Change location name
% Network sefting
# Rename client name
{4 Restart device
e Update firmware
Assigned Clients: WIN-Shuttle
Client Name Status Assignment  Location  Station MAC IPaddress Model Firmware Version | General Task Item
@ Connected WIN-Shuttle  N/A a 00:05:1BA3:00:A9 1921681108  TriggerIBxternal Graphics 021103 & Seroom
@ Connected WIN-Shuttle  N/A 3 0005:1B40:0023 1921681114  TriggerIExternal Graphis 021103
@ Connected WIN-Shuttle  N/A 2 00:05:1BA3:00:A1 1921681105  TriggerIBxternal Graphics 021103 % Selectall
@ Connected WIN-Shuttle  N/A 13 0005:1BA3:00:48 1921681111  TriggerIExternal Graphis 021103
@ Connected WIN-Shuttle  N/A 1 0005:1BAL00A3 1921681121  TriggerlExternal Graphic 021103 Unselect all
1 Ttem
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MULTIPOINT USB over LAN Workstation

Step 2-2

This screen is asking to assign to this host server. Click “yes” to confirm.

Windows
Home Desktops Stations Users Network Stations MultiPoint-Server 2011
@ Noalerts @Help ~
Clients Device Task Item
Client Name Status Assignment  Location MAC IPaddress Model Firmware Version = 5
@ Assign to this server
= Network Zero i Not Connected /A WA 0005:18:40:0027 1921681113 Trigger Il External Graphic 018103
. Change location name
o Network sefting
# Rename client name
(4 Restart device
& Updste firmware
@ Do you want to assign this client to this server 7
Assigned Clig
Client Name Status Assignment  Location Station rmware Version General Task [tem
- MWS 400 & Connected WIN-Shuttle  M/A 4 of 1103 Q
~ Startscan
- MWS 200 ) Connected WIN-Shuttle  M/A 3 110
= MWS 400 @ Connected WIN-Shuttle  N/A 2 00:05:1BA3:00:A1  192168.1105  TriggerllExternal Graphis 021103 % Selectall
&= MWS 400 @ Conmnected WIN-Shuttle  N/A 13 00:05:1B43:00:A8 1921681111  TriggerlExternal Graphics 021103
= MWS 400 @ Connected WIN-Shuttle  N/A 1 00:05:1B40:00:43 1921681121  Trigger Il External Graphics. 021103 Unselect all
1 Item

Step 2-3

This screen was detected old firmware, click “yes” to update new firmware and assign

to the host server.

Windows®
Home. Deskiops Stations Users Netwark Stations MultiPoint Server z011
0 Mo alerts eHeIp -
Clients Device Task Item
Client Name Status. Assignment  Location MAC IPaddress Maodel Firmware Version = e
% Assign to this server
wan Network Zero 0 Mot Connected  N/A M/A 00:05:1B:40:00:27 192168.1.113 Trigger I External Graphic  018.103
. Change location name
o Network sefting
# Rename client name
For operation stability, the system will update the firmware of the newly
added station to a newer version before assigning the station to the {3 Restart device
host server. Click "Ves" to confirm or click "No "to cancel. Please note
that the system will not assign this station to the host server if you ° Update firmware
choose not to update the firmware,
M .
Client Name Status Assignment  Location n General Task [tem
= MWS 400 QConnected WIN-Shuttle  N/A 4 00:05:1B:43:00:A3 192.168.1.108 Trigger I External Graphic 021.103 ‘\ Giartecan
- MWS 400 QConnected WIN-Shuttle  N/A 3 00:05:1B:40:00:23 192.168.1.114 Trigger Il External Graphics 021103
== MWS 400 @ Connected WIN-Shuttle  N/A 2 00:05:1B43:00:41 1921681105  Trigger I External Graphic 021103 ¥ Selectall
- MWS 400 QConnected WIN-Shuttle  N/A 13 D0:05:1BA43:00:A8 192.168.1.111 Trigger D External Graphis 021.103
= MWS 400 @ Connected WIN-Shuttle  N/A 1 00:05:1BA0:0043 1921681121  Triggerllfxternal Graphis 021103 Unselect all
1 kem
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MULTIPOINT USB over LAN Workstation

Step 2-4

This screen shows “finish assignment”, and new firmware is 021.103.

Home Desktops Stations Users Network Stations MultiPoint Server 2011

@ Noalers @ Help -

Clients | General Task Item

Client Name Status. Assignment  Location MAC 1P address. Model Firmware Version C\
Start scan

There are no items inthis view

Assigned Clients: WIN-Shuttle

Client Name Status Assignment  Location Station MAC IP address Model Firmware Version

#Connected WIN-Shuttle  N/A 4 00:05:18:43:00:A5 1921681108 Trigger I External Graphic 021.103
QConnﬁ:ted WIN-Shuttle  N/A 3 00:05:18:40:00:23 1921681114 Trigger I External Graphic. 021103

Q-Connected WIN-Shuttle  M/A 2 00:05:16:43:00:A1 192.168.1.105 Trigger I External Graphics 021,103

ﬂConnected WIN-Shuttle  M/A 13 D0:05:16:43:00A8 1921681111 Trigger I External Graphics 021,103

“Connected WIN-Shuttle  MN/A 1 00:05:15:40:00:43 1921681121 Trigger I External Graphic 021,103

&= Network Zero Qccnnectﬂ! WIN-Shuttle  N/A 10 00:05:18:40:00:27 1921681113 Trigger T External Graphic.

0 Hem

Step 2-5
If the firmware is newest, no need to update it when assign this station to host server.

Tients. General Task Item
Client tame stata Assigrment toaation mac Padress Model Frmaweversian | T
[ER=TTY @iot Comecies WA A 000S1BMOD0ZT 1921681120 TagperER- 2
Chent Name St Assigrment Locamen Stanan Mag Pagaress Mode! Firmware version

15



MULTIPOINT USB over LAN Workstation

** You also can assign multi-stations to the host server at the same time. **

For example: When there is 6 workstation HUB is connected, It shows 6 stations on
the screen which are free / waiting for assignment inside the “status” column
indicating as “not connected”.

=
* MultiPoint Manager | =3 E=m =)
@ E = EJ.
Windows*
Home Desktops Stations Users Netwiork Statians MultiPoint Server 2011
@ Noalers @ Help -
Clients General Task Item
Client Name Status Assignment  Location MAC IPaddress Wodel Firmware Version -
\ Startscan
[F] s MWs 400 @ ot Connected A NA 0005:1B430049 1021681108  TriggerlExternal Graphis 021103
[ s MWS 400 @ ot Connected  N/A [ 0005:1B400023 1924681114  TriggerlExternal Graphics 021103
[ = Mws 400 0 Mot Comnected A NA 0005:1B430041 1021681105  TriggerlEternal Graphis 021103
D = MWS 400 0 Not Connected MN/A N/ 00:05:1B:40:00:43 192.168.1.121 Trigger L External Graphics 021.103
[ = Mws 400 @ ot Comnected /A NA 0005:16400027 1921681113 TriggerIExternal Graphis 021103
D - MWS 400 0 Not Connected N/A N/A 00:05:1B:43:00:A8 192.168.1.111 Trigger [ External Graphics 021103
Assigned Clients: WIN-Shuttle
Client Name Status Assignment  Location Station MAC 1P address Model Firmuare Version
There are no items inthis view
0 ktem

Step 3
Click the block “o” to select one of the stations under the column on the left side of the
“client Name” and then click “Assign to this server” at the right column as illustrated.

" MultiPoint Manager =S
@ E 25 i ‘J.
Windows
Home Desktops Stations Users Network Stations MultiPoint Server 2011
A1 @Hep -
Clients Device Task Item
Client Mame Status Assignment  Location MAC IPaddress Model Firmware Version = =

@ Assign to this server

= MWS 400 @ ot Connected WA N/A 00051643009 1921661108 Triggerl External Graphics 021103

[ e Mws 400 @ ot Comnected /A N/A 000518400023 1921681114  TriggerlExternal Graphis 021103 . Change location name

[ s MwS 400 @ ot Connected /A M/A 000518430041 1921681105  Triggerl External Graphics 021103

[ = MWS 400 @ notcomnected /A N/A 000518400043 1921681121  Triggerl External Graphis 021103 Fe Network setting

[ = MwS 400 @ Mot Connected /A M/A 000518400027  192.168.1113 Triggerl External Graphics 021103 B T

[ = MwS 400 O rotconnected A N/A 0005:1B430048 1921681111  Triggerl External Graphis 021103
(¥ Restart device
€ Update firmware

Assigned Clients: WIN-Shuttle
Client Name Status Assignment  Location Station MAC IPaddress Model Firmvrare Version General Task Item
There are no items inthis view A\ Startscan
% Selectall
Unselect all
6 Ttems
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MULTIPOINT USB over LAN Workstation

Step 3-1

If all of the stations need to be selected, simply click “Select All” at the right column
under “Device Task Item”. After that, you will find all of the stations are selected as the
blocks “o”. Then, click “Assign to this server”.

Windows

Home Desktops Stations Users Network Stations MultiPoint Server 2011
A1 @Hep -
Clients General Task Item
Client Name Status Assignment  Location MAC IPaddress Model Firmware Version
@ Mot Connected A NAA ODOS1BA300AS 1921681108 TriggerllExiernal Graphis 021103
6 Mot Connected /A M/A 00:05:18:40:00:23 192.168.1.114 Trigger Il External Graphics 021103
@ ot Connected 1A /A 00051BA300AL 1921681105  TriggerQlExternal Graphics 021103
@ Not Connected /A N/A 00051400043 1921681121 Triggerl External Graphis 021103 Unselect all
@ Mot Connected A NiA 0D0S1BA00027 1921681113 TriggerlExiemal Graphis 021103
6 Mot Connected N/A M/A 00:05:18:43:00:A8 192.168.1.111 Trigger Il External Graphic 021103

Assigned Clients: WIN-Shuttle

Client Name Status Assignment  Location Station MAC IPaddress Mode| Firmware Version

There are na items inthis view

6 Items

Step 4
Click “Yes” to complete the station assignment. Repeat the same process of step3 —
4 for the any other one of the station you desire to select for station assignment.

.
Windows*
Home Desktops Stations Users Netwark Stations. MultiPoint Server 2011
A1l @Hep -
Clients Device Task Item
Client Name Status Assignment  Location MAC IPaddress Model Firmware Version 2 =
@ Assign to this server
o Mot Connected  M/A /A 00:05:1B43:00:A9 192.168.1.108 Trigger D External Graphics 021,103
0 Mot Connected  N/A /A 00:05:18:40:00:23 1921681114 Trigger [ External Graphic  021.103
e Mot Connected  N/A /A 00:05:18:43:00:A1 1921681105 TriggerD External Graphics 021103
General Task [tem
oNGt Connected  N/A /A 00:05:1840:00:43 1521681121 Trigger [l External Graphics  021.103
0 Mot Connected  N/A N/ 00:05:18:40:00:27 1921681113 Trigger I External Graphic ~ 021.103 \ Startscan
0Nnt Connected  N/A /A 00:05:18:43:00:A8 1921681111 Triggerll External Graphics  021.103
% Selectall
Unselect all
Assigned Clients: WIN-Shuttle
Client Name Status Assignment  Location Station MAC IP address Model Firmware Version

There are no items inthis view

6 Itens
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P

Information 5

I Do you want to assign this client to this server 7

| Yes | ’ MNo

NOTE: If any one of the stations needs to be disconnected, please select the station
and Click “Clear Assignment” under “Device Task Item” on the right panel of the
screen then click “Yes” while the dialog pop up for disconnection.

(following example drawing is using model MW S9940, the function is same as
MultiPoint Workstation)

elelEd

& MultiPsint Mansger
> B A £y
= | = - A
Windows:
Home Cesctops  Saatans e Netwark Statioe MultiPoint Server o1l
@ Moslers @ Hep -
Host PC Chent Name Status Assignment HMAC TP address HMadel Frmware Versian Dewice Tesk tem
YN-ATTEITREEY There sré nc items in this view
Clear assignment
Chent Mame Status HaL 1P address Model Firmware Version
| = MWESB20.USE OVER 1B STATL. @) Cernected OOSIBINAOA 1BIEENES  TriggerMEn 030000
=5 M/S3940 ISR OVER [P STATI. @ Connecind O0S1RUSMIE  1RIEANIE  TriggerMEnm 030100 i Tek R
B MWESSS0-USE OVER 1P STATI a Connecind 0006 18 93 40 80 152 I6R 11 53 Togges B Ead (120700
| St S
% Seleet all
Unselect all
3 leems

If all of the stations need to be disconnected, simply click “ Select All” at the right
column under “General Task Item”. After that, you will find all of the stations are
selected as the blocks “o” and click “Clear Assignment” then click “ Yes” while the
dialog pop up for disconnection.

Information =X

| Do you want to clear assignment 7

Ves | { No

18



STATIONS RENAME

Renaming the station may convenient administrator recognizing MAC address
location by his own design, it needs to be done before station gets assignment.
Rename step:

1. Select station “1” by one left click.

2. Left click on “Rename client name” at right panel.

3. Rename dialog will pop up then typing desire name (e.g. CL1-John, CL2-Josh).
4

Click “Submit” to complete.

2 MultiPoint Manager E@
I - - o
Y H N % LY — Y
= 2 = - Go A
Windows'
Home Desktops Stations Users Metwork Stations MultiPoint Server 2011
-g- Mo alerts @lHe\p -
Clients Device Task Item
Client Name Status Assignment  Location MAC IPaddress Model Firmware Version HES
@ pssign to this server
s Network Zero 0Nut Connected MN/A MN/A 00:05:18:40:00:27 192.168.1.113 Trigger Il External Graphic 021.103
% Change location name
¥ Network setiing
% Rename Client Mame [

# Rename client name

Client Name : | [IIEE0] i
et ame (i Restart device

¢ Update fi

Assigned Clients: WIN-Shuttle
General Task Item

Client Name Status Assignment  Location Station MAC IP address Madel Firmware Version
] s MWS 400 0 Connected WIN-Shuttle  N/A 4 00:05:1B:43:00:A9 192.168.1.108 Trigger I External Graphic 021103 N St
D - MWS 400 0 Connected WIN-Shuttle  N/A 3 00:05:18:40:00:23 192.168.1.114 Trigger I External Graphic 021103
E] = Mws 400 @ connected WIN-Shuttle  N/A 2 00:05:1B:43:00:41 1921681105  TriggerIExternal Graphics 021.103 & Selectdll
] &= MWS 400 0 Connected WIN-Shuttle  NfA i 00:05:1B:40:00:43 1921681121 TriggerMExternal Graphic 021103
[ s MWS 400 @ Connected WIN-Shuttle  N/A 13 0D:05:1B:4300:A8 1921681111  TriggerllExterns| Graphics 021.103 Unselect all
1 Item
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NETWORK SETTING

A Local Area Network setting to be prioritized either by Static IP or Dynamic IP for
this Server, This Network setting needs to be done before station gets assigned.

“Dynamic IP” is recommend with Router Device:
Select station by one left click highlight Left click on "Network setting" under Device

Task Item .

Network setting dialog will pop out then left click the DHCP for auto distributing the 1P
address or manually type the IP address then click “Submit” on the dialog to

complete.

& MultiPoint Manager

Client Name
s MWS 400

Client Name
s MWS 400
= MWS 400
s MWS 400
s MWS 400
= MWS 400

ooooE@

1 Item

i
G

LY

Desktops Stations Users Network Stations
Clients
Status Assignment  Location MAC IPaddress Madel
0 Mot Connected  N/A N/A 00:05:1B:40:00:27 192.168.1.113 Trigger Tl External Graphics
& Network Setting [mE3el
DHCP
IP Address : | 192 | | 168 1 113
Subnet - | 255| | 255 | 295
Assigned Clig
Status Assignment Location Station MAC IPaddress Model
0 Connected WIN-Shuttle  N/A 4 00:05:18:43:00:A9 192.168.1.108 Trigger I External Graphic
0 Connected WIN-Shuttle  N/A 3 00:05:1B:40:00:23 192.168.1.114 Trigger I External Graphic
0 Connected WIN-Shuttle N/ 2 00:05:18:43:00:A1 192.168.1.105 Trigger I External Graphic
o Connected WIN-Shuttle  N/A 1 00:05:16:40:00:43 192.168.1.121 Trigger I External Graphic
0 Connected WIN-Shuttle  N/A 13 00:05:1B:43:00:A8 192.168.1.111 Trigger I External Graphic

=de =]

Firmware Version
021103

Firmware Version
021103
021.103
021.103
021103
021.103

F
4
Windows'
MultiPoint'Server 2011

@ Moalerts @ Help ~
Device Task Item
‘@ Assign to this server
%‘ Change location name
o Network setting
# Rename client name
¥ Resiart device

0 Update firmware

‘General Task Item
~ Start scan
> Selectall

Unselect all
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RESTART DEVICE

Restart Device function can be use when there are some station did not recognize
keyboard/mouse. “Restart device” needs to be done before station gets assignment.

Restart device step:
Select station by one left click highlighting Left click on “Restart device” under
“Device Task Item.” Click “Yes” on the dialog to complete.

*& MultiPoint Manager E@
> H A X £
| I -
a e = .
P = - Foa A,
Windows
Hame Desktops Stations Users Network Stations MultiPoint'Server 2011
@ MNoadlers @ Help -
Clients Device Task Item
Client Name Status Assignment  Location MAC IPaddress Model Firmware Version s
@ Assign to this server
= MWS 400 0 Mot Connected  N/A N/A 00:05:1B:40:00:27 192.168.1.113 Trigger O External Graphis 021103
%\ Change location name
'y .
Information 22 t ket
# Rename client name
fow Do you want to restart this device ? (4 Restart device
€ Update firmware
Assigned Clients: WIN-Shirroe
Client Mame Status Assignment  Location Station MAC IPaddress Model Firmware Version | General Task Item
D - MWS 400 0 Connected WIN-Shuttle  N/A 4 00:05:18:43:00:A9 192.168.1.108 Trigger Il External Graphic 021103 Staiocan
N
[ &= MWS 400 0 Connected WIN-Shuttle  N/A 3 00:05:1B:40:00:23 192.168.1114 Trigger I External Graphic 021103
[F] s MWS 400 & Connected WIN-Shuttle  M/A 2 00051BA3:00:A1 1921681105  Triggerll External Graphic 021103 & Selectall
[ s MWS 400 0 Connected WIN-Shuttle  N/A 1 00:05:1B:40:00:43 192.168.1.121 Trigger I External Graphic 021.103
[F] s MWS 400 & Connected WIN-Shuttle  M/A 13 00:051BA3:00:48 1921681111  Triggerl External Graphic 021103 Unselect all
1 Ttem
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MULTIPOINT USB over LAN Workstation

VERIFY THE MULTIPOINT WORKSTATION CONNECTION

Step 1

Right click ‘Manage’ from the ‘computer’ as the screen

Administrator

Documents

Pictures
Music

Computer

Map network drive..,

Disconnect network drive...

Show on Desktop
Help and Suppe Rename

P rti
> AllPrograms Windows Securil rpe =

-

| Search programs and files 0 | m

N

Step 2

Point to ‘Device Manager’ on the left panel under ‘Server Manager’ go to ‘View' and

click ‘Devices by type’ as the picture showed.

i} Server Manager

File Action Help

@ $| Z|l ® Devices by type I
h, Server Man evices by connection

52 Roles Resources by type

4 ﬂ Feature: Resources by connection
4 i Diagno:

& [ Ever Show hidden devices

rs
" ®—perf. Customize... rol Tech. Display Driver.
- oL —— . s v wErorce 8400 G5

v ik Configuration <3 DVD/CD-ROM drives
" g Storage bﬂﬁ Human Interface Devices

I» g [DE ATA/ATAPI controllers
[ ﬁ IEEE 1394 Bus host controllers
=) Keyboards
b B Mice and other pointing devices
D--',l_l Menitors
l>l‘ﬂl' Metwork adapters
|.> K Portable Devices
1> Y3 Ports (COM & LPT)
E-n Processors
|.> % Sound, video and game controllers
> -8 System devices
4. a Universal Serial Bus controllers

i § Generic USB Hub

oLLL

P B fenedo i

4 n *

m

b= o]

Actions

Device Manager
Mare Actions

Displays devices by hardware type.
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MULTIPOINT USB over LAN Workstation

% Server Manager =]

File Action View Help

Fh, Server Manager (WIN-FO3! r Actions
> & Roles L= WIN-FO3559)FCST | =
[ ﬂ Features {8 Computer
4 i Diagnostics b Disk drives

i+ 2] Event Viewer
i+ () Performance

il Device Manager L., NVIDIA GeForce 8400 G5
> ik Configuration L3 DVD/CD-ROM drives
» [ storage b % Human Interface Devices
b g IDE ATA/ATAPI controllers
@ [EEE 1394 Bus host controllers
oards
-+Z2 HID Keyboard Device
-+Z2 HID Keyboard Device
-+Z2 HID Keyboard Device
-+ZZ HID Keyboard Device
-+Z2 HID Keyboard Device
1« Mice and other pointing devices |

3

Device Manager -
More Actions

a Display adapters

1 HID-compliant mouse
ﬂ HID-cempliant mouse
B HID-cempliant mouse
-l HID-compliant mouse
- )| HID-compliant mouse
Monitors
IEJ Generic PnP Monitor
IEJ Generic PnP Monitor
EJ Generic PnP Monitor
EJ Generic PnP Monitor
EJ Generic PnP Monitor
3 l? Network adapters
1 B Portable Devices
» '3 Ports (COM & LPT)
b R Processors
[4 & Sound vides and game controllers |
H High Definition Audio Device W
USB PnP Sound Device
USB PnP Sound Device
USB PnP Sound Device
USB PnP Sound Device

m

IV VYL

v

{8 System devices

a ﬂ iversal Serial Bus controllers

Generic USE Hub

Generic USE Hub

Intel(R) ICH10 Family USB Enhanced Host Controller -
Intel(R) ICH10 Family USB Enhanced Host Controller -
Intel(R) ICH10 Family USE Universal Host Controller -
Intel(R) ICH10 Family USE Universal Host Controller -
Intel(R) ICH10 Family USB Universal Host Controller -
Intel(R) ICH10 Family USB Universal Host Controller -
Intel(R) ICH10 Family USE Universal Host Controller -
Intel(R) ICH10 Family UISE Universal Host Controller -

Trigger I External Graphics
Trigger I External Graphics
Trigger I External Graphics
Trigger I External Graphics

leeecejloeeceecccaes

L
o
)
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MULTIPOINT USB over LAN Workstation

ADJUSTING THE SCREEN RESOLUTION

By default, Windows MultiPoint Server 2011 will select the recommended resolution
for each connected display. However, if you would like to choose a different resolution,
follow these steps:

Step 1

Please follow up the procedure on illustration for getting into “MultiPoint Manager”
as 1. Start = 2. All Programs = 3. Windows Multipoint Server =» MultiPoint
Manager

@ Default Programs

(& Internet Explorer (64-bit)
(& Tnternet Explorer

|2 Windows Media Player
£ Windows Update

| Accessories
| Administrative Tools

Pictures

: Music
|| NVIDIA Corporation
' Startup

Computer

';' MultiPoint Manager

Help and Support

4 Back Windows Security

»| EEE

Mb All Programs

‘ Se aﬂ'ﬁ'pmgmn"sa d files }3‘

ﬁ@@@@

Step 2:
Go to MultiPoint Manager = Home =» Local Station = switch to maintenance mode

| ‘SEGI’D’.‘ programs and files

*2* MultiPoint Manager

@%EF—

Windows®
Home DT MultiPoint Server 2011
Al @Hep -
Computer Status Product Stations Licenses Mode Selected [tem Tasks
Lacal
1 & Edit server settings
£ win-f03559jfcst @ Connected ‘Windows MultiPoint Server 2011 Premium 1 Ao Normal 1
|

S5 Restart the computer

4l Add dient access licenses
B, Remap all stations
] save connection settings ta file

‘General Tasks

o i »

S win-f03550)cst
H. Add or remove computers
Computer information

MultiPoint on the web
Licenses: You do not have a client access license for all stations on this computer. Use the “

*Add client access licenses” tasks to resolve this issug, or remove the extra
connection(s).

1kem
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Step 3:

Click OK to continue
Switch to Maintenance Mode @

Switching the computer that is running Windows MultiPoint Server to
. maintenance mode will suspend all local user stations.

OK ] ’ Cancel

Step 4
Press “ Ctrl + Alt + Delete” to log in administrator into Maintenance Mode
Step 5
Right click on the desktop and choose Screen resolution from the contextual menu.
View b
Sort by r
Refrech
Paste

Paste shortcut
Undo Delete Ctrl+Z

Mew 3

B2 Screen resclution

B  Personalize

Step 6

Click "ldentify" to identify each display. Then click on the display to be adjusted and
choose the desired resolution from the Resolution dropdown menu. (suggest: better
using the system recommend resolution).

) By Controt Panel + Appesiance s n » Display b Screen Reschution - [+ | 5e P

Change the appearance of your displays

Detect

| 07] Gulo! Gal Gal Gul@ll Ga| Gu R

Displey: 1. E2260
Healuticn: 1820 » 1080 (recomm wrcled] =
Landseape

Extend deskiop to this display =

Thi is cusrently your main display.

oK Cancel
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DEVICE DRIVER UN-INSTALLATION

The following procedure allows you to uninstall the MultiPoint Workstation
device driver. Please make sure all MultiPoint Workstation are unplugged from

your server before executing the device driver uninstallation program.

Step 1

1. Click Start =» 2. All Programs = 3. Control Panel

2

IP All Programs

| Search programs and fil

Music

Computer

Control Panel

Devices and Printers

Default Programs

Help and Support

Windows Security

Step 2

Double click “Uninstall a program” as illustrated on the screen.

ola s

{ UVED Control Panel »

]

Adjust your computer's settings

System and Security

4:9 Review your computer's status
4 Checkfirewal status

@h‘\ew event logs

Network and Internet

View network status and tasks

./ Hardware

View devices and printers
Add a device

Drograme

- ‘é, ‘ | ‘55:"
View by: Category ¥

User Accounts

'@' Add or remove user accounts

. Appearance and Personalization
h Change the theme
Change desktop background
Adjust screen reselution

Clock, Language, and Region

L Change keyboards or other input methods
Change display language
Set the time and date

Uninstall a program

e e

AW Ease of Access
\_) Let Windows suggest settings

Optimize visual display

th Control Panel

Pl




MULTIPOINT USB over LAN Workstation

Step 3
Select the “Magic Control Technology — MWS XX.XX.XXXX.XXXX" item. Click

Uninstall button.

@'Dng  Contral Paral & Proguame + Pesgrami and Fastuses |
Comtiot Pl Heme. ¥
Unirstall or change o program
Change, ot Repas.
W Tum Windsan fastures om or
L ognire = |, Lininetst = .
Hama - foctated On e arsan
B Actese Fiash Py 10 Actreess Adzbe Yystema Incorpensted /2011 AOOME 10318038
Control 1 - Ml via Ll LM ST ST Mol G J1smarRoEn
X Wlxrouctt ET Feamwort § Clard Proie Wecrouit Corpotitien WIS LB
El Macreich NET Framowort & Extended Maressh Corporation SLEME LM
T Macrmsoft Visusl o o 2010 o8 Reditributable - 10036319 Muressht Comporation VEME 10830318
I Mecrasclt Visual €+~ 210 W Recistributable - 10,0000 Micrasaft Corportisn 1LOME 1080008
SMMIDUA I Viskon Cantrsien Driver 27061 MVIA Corporation ma
VDA 10 Viion Driver 77081 HVIEA Corporation ma
I NVIDA g Do TPDL D Corperation ma
UNVIDLA HD uhe Driver 11131 WA Corpatation 11131
SNVIDLA Py System Seftware 10,0814 IS Corperation 1008
SMVIDUA Lipdete 134 MDA Corperstion 1M
@B rears itnamet Contioter Do Fastek TITana00
7 Wit MR ot Satont Lo Cebactar Micrasaht Cospottisn W ELIS00
B WnRaR A0 by i GeribH [T
MACT Corp Prosciet wersione 1108 ¥ b et e,
[ e it o

Step 4
Click “OK” to continue

Magic Control Technology - MWS via USB

Do you want to completely remove the selected application and all of its features?

Please unplug the USE adapter from computer's USE slot.Then press OK,

| ok || cancel

Step 5
Select “ Yes, | want to restart my computer now” and click “Finish” to reboot. The

driver is now uninstalled.

Magic Control Technology - MWS via USB Driver Uninstall

Uninstall Complete

InstallShicld < Back Finish Cancel
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VESA MOUNTING

SETUP 1

SETUP 2
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TROUBLESHOOTING TIPS

The following troubleshooting tips may help if you are experiencing any
difficulties using our device.

® Plugging keyboard/mouse directly into main system USB ports is prohibit,
administrator need to use an intermediate USB root hub for both keyboard &

mouse connections from main system.
® Check to make sure that all connectors are plugged in correctly.
® Make sure to restart the server after the driver installation.
® Check the website to make sure you have the latest drivers.
® Reset/refresh/resynchronize your monitor.

® Full screen video display is not recommended; use Intel Sandy Bridge chipset
may help with better performance.

For immediate support, visit http://www.mct.com.tw to find the latest documentation,
Knowledge Base articles, and software for your device.

Copyright© 2013 Magic Control Technology Corp. All rights reserved. All trade names are registered
trademarks of their respective owners. Features and specifications are subject to change without

notice. Product may not be exactly as shown in the diagrams.
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